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Features

Intel® Core™ i5-13500ECPU
2x DDR5 4800MHz expandable up to 64GB
Intel® Q670 chipset
Fanless 1U 19-inch industrial system
1x Redundant AC power input (90 ~ 260V)

1U 19-inch Leopard IV Basic
(AC-In redundant)
1U Rugged Server PC with Intel® Core™ i5-13500E (13th Gen) 

1U 19-inch Leopard IV Basic (AC-In Redundant): Powerful industrial server with 14th or 13th
generation Intel® Core™ processor

The 1U 19-inch Leopard IV Basic (AC-In Redundant) is an industrial, fanless rackmount server designed for demanding applications in
industry and automation. Equipped with Intel® Core™ processors of the 14th or 13th generation (up to Core i9, socket LGA1700) and the
Intel® Q670 chipset, the system offers maximum computing power with a TDP of up to 65W. With up to 64 GB DDR5 RAM (2x SO-DIMM,
4800/5200 MHz) and two Easy Swap trays for 2.5″ SSDs/HDDs, the system guarantees high performance and flexible memory
expansions. The server supports Windows 10, Windows 11 and Linux (on request) and therefore offers broad compatibility for different
application scenarios.

Expandable connectivity for industrial applications
A PCIe x16 FHHL expansion slot and three M.2 slots (E-Key, B-Key, M-Key) enable the integration of additional modules such as Wi-Fi,
Bluetooth, 4G LTE or NVMe SSDs. This makes the Leopard IV Basic ideal for modern edge computing environments. Three RJ-45 ports
with 2.5GbE (1x Intel® I226-LM, 2x Intel® I226-V) are available for the network connection. Six USB 3.1 ports (10 Gb/s) and four video outputs
(2x DisplayPort, 2x HDMI, each up to 4096 x 2304 @ 60 Hz) ensure comprehensive connection options. Audio connections for microphone
and line-out are also integrated.

Redundant AC power supply and robust, fanless design for harsh environments
Power is supplied via a redundant AC input (90 ~ 260V), allowing the server to be used flexibly in a wide range of industrial environments.
The SECC steel housing with anodized aluminium alloy and corrosion-resistant heat sink ensures reliable, passive cooling without a fan.
The Leopard IV Basic is designed for operation under extreme conditions – with an operating temperature range of -30°C to 70°C and a
storage temperature of up to -40°C, it is optimally equipped for industrial challenges

Apperance
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Specifications 1U 19-Inch Leopard IV Basic (AC-In redundant)

SYSTEM

CPU Intel® Core™ of the 14th/13th generation with socket LGA1700 / Core i9/i7/i5/i3 processor / TDP 65W

Chipset Intel® Q670

RAM 2x 262-pin SO-DIMM DDR5 4800/5200MHz up to 64GB, Non-ECC

Storage 2x 2.5” SSD/HDD easy swap trays

Expansion

1x PCIe expansion slot (PCIe x 16 FHHL)
1x M.2 (E-Key, 2230) with PCIe x1, USB 2.0, CNVi and Wi-Fi/BT
1x M.2 (B-Key, 3042) with PCIe x1, USB 3.2 Gen2 x1, USB 2.0 and 4G LTE module
1x M.2 (M-Key, 2242/2280) with PCIe x4 NVMe and SATA III

Operating Systems
Windows 10 64-Bit
Windows 11 64-Bit
Linux (On request)

INTERFACE

Ethernet 1x Intel® I226-LM 2.5Giga LAN, 2x Intel® I226-V 2.5Giga LAN
3x RJ-45 2.5GbE

USB 6x USB 3.1 (10GB/s)

Video 2x DisplayPort (resolution up to 4096 x 2304 @60Hz)
2x HDMI (resolution up to 4096 x 2304 @60Hz)

Audio 2x audio jacks (1x Mic-In, 1x Line-Out)

Power 2x AC-Input

ENVIRONMENTAL

Chassis
SECC chassis
Aluminum alloy, corrosion resistant heatsink
Anodic aluminum oxide finish 

Cooling Fanless

Power adapter Redundant AC-In 90 ~ 260V

LED Indicator 1x power button with LED indicator
1x SDD LED display

Operating Temperature -20°C ~ 60°C

Storage Temperature -40˚C ~ 85˚C

Humidity 5~95%,  non-condensing

Dimensions (W x D x H) 450 x 430 x 44.4mm

Weight 6kg

Mounting 19-Inch server rack

Certifications RoHS, CE/ FCC


