ADATA SATA Ill 2.5” SSD series SR=ESSNeER

Secure and durable 2.5" SSD solutions for industrial A i HIPER Global Company
challenges

Features

o Industrial 2.5” SSD with SATA Ill interface for fast data transfer
« Hardware energy detector and flash protection

« High reliability and performance

+ S.M.AR.T. functions

» Extended operating temperature (-40 °C to +85°C)

ADATA SATA 1l 2.5” SSD series - Powerful and reliable storage solutions

The ADATA SATA Il 2.5” SSD series has been specially developed for industrial applications and offers outstanding performance,
reliability and data security. With its robust design and high storage capacity, this series is ideal for use in demanding environments
where conventional storage solutions reach their limits.

Thanks to the SATA lll interface, the ADATA series SSDs achieve impressive read and write speeds. The standardized 2.5” form factor
enables seamless integration into a wide range of systems, from embedded applications to industrial computers. The high performance
guarantees fast and reliable data processing even under demanding conditions.

Integrated technologies such as S.M.A.R.T. support, Error Correcting Code (ECC) and Wear Leveling ensure data integrity and security.
These functions ensure that data loss is prevented and the service life of the SSDs is maximized even during intensive use.

The ADATA SATA Il 2.5" SSD series is ideal for applications such as industrial automation, edge computing, transportation, surveillance

systems and medical devices. With its robust design and impressive performance, it meets the requirements of modern industrial
systems while providing a long-term and reliable storage solution.

ADATA SATA 11l 2.5” SSD series

FEATURES

Naming SLC SSD 3D MLC SSD iTemp MLC SSD iTemp

Interface SATA Il 6 GB/s

Capacity 8GB to 256GB 128GB to 512GB 16GB to 1TB

Flash Type SLC 3D MLC MLC

Operating Voltage 5V

Sequential Read (MB/s) up to 560 560 540

Sequential Write (MB/s) up to 450 525 450

Operating Temperature Comme.rcilalz 0°C to 70°C Comme(rci‘alz 0°C to 70°C Comme.rcialz 0°C to 70°C
Industrial: -40°C to 85°C Industrial: -40°C to 90°C Industrial: -40°C to 85°C

Operating Humidity 0°C to 55°C / 5%~95% RH, non-condensing

Power Consumption (Max.) 4.6W 2.3W 3.2W

Vibration Resistance 20G (10-2000Hz2)

Shock Resistance 1500G/0.5ms, Half Sine Wave

Dimensions (L x W x H) 32x24x2.1mm

SM.ART. Supported
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