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Features

Intel® Core™ i3 CPU N/Intel® Atom® CPU X/Intel® CPU N-Series SoC
DDR5 4800Mhz SODIMM up to 32GB
Intel® SoC chipset
2x 2.5GbE LAN
1x M.2 2280 M-Key, 1x M.2 2230 E-Key, 1x M.2 3052 B-Key

BOXER-6617-ADN
Fanless and compact embedded computer with Intel® Core™
i3 CPU N / Intel® Atom® CPU X / Intel® CPU N series SoC

BOXER-6617-ADN – fanless and compact entry-level box PC

Experience the next level of computing performance and versatility with the BOXER-6617-ADN Compact Fanless Box PC. Engineered to
meet the demands of modern computing environments, this powerhouse device combines cutting-edge technology with a compact form
factor, offering a plethora of features that redefine the concept of a high-performance computing solution.

Boasting a powerful Intel® processor, this industrial-grade solution delivers robust performance while maintaining a fanless design for
silent operation and enhanced durability. Seamlessly connect with a wide range of I/O ports, including USB 3.2, HDMI, RS-232/422/485,
and Gigabit Ethernet. With its compact form factor, extended operating temperature range, and energy efficiency, the BOXER-6617-ADN
thrives in diverse environments. Experience 24/7 reliability, reinforced by TPM 2.0 security, making it an ideal choice for industrial
automation, digital signage and more.

Dimensions (mm)
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BOXER-6617-ADN
Fanless and compact embedded computer with Intel® Core™
i3 CPU N / Intel® Atom® CPU X / Intel® CPU N series SoC

BOXER-6617-ADN

SYSTEM

CPU

Intel® Processor N50
Intel® Processor N97
Intel® Core™ i3-N305
Intel Atom® x7211E
Intel Atom® x7835RE
Intel Atom® x7433RE
Intel Atom® x7211RE

Chipset Intel® SoC

RAM Up to 32GB DDR5 4800Mhz SODIMM

Storage 1x 2.5″ SATA HDD/SSD
1x M.2 2280 M-Key (2x PCIe)

Expansion

1x M.2 2280 M-Key (PCIe x2)
1x M.2 2230 E-Key (for Wi-Fi)
1x M.2 3052 B-Key (for 5G/LTE)
1x SIM slot

Operating System Windows® 10 IoT Enterprise
Linux Ubuntu 22.04

INTERFACE

Ethernet 2x RJ-45  for 2.5GbE LAN (Intel® I226)

USB 2x USB 3.2 Gen2 (Type A)
4x USB 2.0 (Type A)

COM 6x DB-9 für RS-232/422/485

Digital I/O 1x DB-15 connector for digital I/O 8-channel
1x 10-pin terminal block for digital I/O 8-channel

Video 2x HDMI

Audio 1x microphone input/line output

Power 1x 3-pin terminal block for DC input

ENVIRONMENTAL

Remote Control & LED 1x 2-pin remote control on/off
1x Power button with LED

Operating Temperature  20°C ~ 70°C,  according to IEC68-2 with 0.5 m/s AirFlow (w/ Industrial wide Temp. SSD/RAM)

Storage temperature -40° ~ 80°C

Vibration/Shock Resistance Vibration: 3 Grms/ 5 ~ 500Hz/ operation (with SSD)
Shocks: 50G, IEC 68-2-27, half sine, 11 ms duration (with SSD)

Humidity 5 ~95% @ 40°C, non-condensing

Dimensions (W x D x H): 214 x 65.8 x 115.5 mm

Weight 2.8 kg (gross weight)
2 kg (net weight)

Mounting Wall-mount

Certifications CE/FCC Class A

Specifications
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BOXER-6617-ADN
Fanless and compact embedded computer with Intel® Core™
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1x BOXER-6617-ADN

2x Wallmount Bracket

1x Screw Package

1x 3 Pin DC-In Power Connector

Power Cord (US)

Power Cord (Europe)

Power Cord (Japan)

12V 84W Power Adapter

DIN Rail Mounting Kit

Optional Accessories

Packing List

Ordering Information

Front View Rear View

GbE LAN

Mic in

Line out

USB 3.2 Gen2 x 2

HDMI out x 2

Power Button

DC in 9-36V

USB 2.0 x 2 RS232/422/485 x 6 USB 2.0 x 2

8bit Digital 10


