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Features

Intel® Celeron®/ Pentium®
Slim design for automation
2x Gigabit Ethernet ports
Full- and Half-Size Minicard slot
Operating temp.: -20° ~ 60°C

Compact mini PC for harsh production environments

The compact BOXER-6710 measures only 44mm x 166mm x 106mm and is fitted with the Intel® Pentium® N4200 or, for
customers with lower performance demands, the Intel® Celeron® N3350. The system also features a DDR3L SODIMM slot for up
to 8GB of memory, a 2.5” SATA drive bay, and an optional mSATA slot. 

The high-performance PC is perfect for SCADA applications, and with four USB3.0 ports, two LAN ports, and three COM ports, it can
easily be connected to a range of peripheral devices. VGA and HDMI ports also enable dual display output.

The BOXER-6710 is also suitable for factory automation solutions and was designed to handle harsh, production environments. It
has an operating temperature range of -30°C to 60°C and a 9 to 24V power input range.

Dimensions (mm)
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BOXER-6710

SYSTEM

CPU
Intel® Pentium® N4200
Intel® Celeron® N3350

Chipset Intel® System-on-Chip

RAM 1x DDR3L 1866, Single Channel SODIMM, Non-ECC (Max. 8GB, up to 1600MHz)

Storage
HDD/SSD,
mSATA (optional)

Expansion
Full-size Minicard x 1 with SIM slot
Half-size Minicard x 1 (optional for mSATA)

INTERFACE

Ethernet 2x RJ-45 for GbE LAN

USB 4x USB 3.0

COM 3x RS-232/422/485

Video
1x VGA
1x HDMI

Audio
1x Mic-in
1x Line-out

Power 1x Power Switch

ENVIRONMENTAL

Power Supply 9 – 24V with 3-pin terminal block

Operating Temperature -20°C ~ 60°C with Wide Temp. SSD/HDD/mSATA (per IEC68-2-14 with 0.5 m/s AirFlow; with industrial devices)

Storage Temperature -45° ~ 80°C

Vibration/Shock Resistance
Vibration:
3 Grms/ 5 ~ 500Hz/ Operation – mSATA/SSD
1 Grms/ 5 ~ 500Hz/ Operation – HDD

Humidity ~95% @40°C, non-condensing

Dimensions (W x D x H): 44 x 166 x 106 mm

Weight 1.4 kg

Mounting DIN Rail

Certifications CE/FCC class A

Specifications

Ordering Information

Packing List

1x Din Rail Bracket
1x Screw Package
1x Product DVD 
1x 3 Pin DC-In Power Connecto
1x BOXER-6710

Optional Accessories

Power Adapter
Power Cord (US Type)
Power Cord (Europe) 
Power Cord (Japan)

WiFi Module & Antenna
4G Module & Antenna (for
Europe)
DIN Rail Mount Kit
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Compact DIN Rail Mount Embedded Box PC with Intel®
Celeron® N3350 or Pentium® N4200 CPU


	BOXER-6710
	Compact DIN Rail Mount Embedded Box PC with Intel® Celeron® N3350 or Pentium® N4200 CPU
	Features
	Intel® Celeron®/ Pentium®
	Slim design for automation
	2x Gigabit Ethernet ports
	Full- and Half-Size Minicard slot
	Operating temp.: -20° ~ 60°C

	Compact mini PC for harsh production environments
	The compact BOXER-6710 measures only 44mm x 166mm x 106mm and is fitted with the Intel® Pentium® N4200 or, for customers with lower performance demands, the Intel® Celeron® N3350. The system also features a DDR3L SODIMM slot for up to 8GB of memory, a 2.5” SATA drive bay, and an optional mSATA slot.
	The high-performance PC is perfect for SCADA applications, and with four USB3.0 ports, two LAN ports, and three COM ports, it can easily be connected to a range of peripheral devices. VGA and HDMI ports also enable dual display output.
	The BOXER-6710 is also suitable for factory automation solutions and was designed to handle harsh, production environments. It has an operating temperature range of -30°C to 60°C and a 9 to 24V power input range.

	Dimensions (mm)
	www.bressner.de


	BOXER-6710
	Compact DIN Rail Mount Embedded Box PC with Intel® Celeron® N3350 or Pentium® N4200 CPU
	Front view
	Antenna Holes x 2
	Mic
	Power Button
	9-24V DC Input
	Line-out
	HDMI x 1
	LAN x 2
	USB 3.2 Gen 1 x 4

	Rear view
	VGA x 1
	COM x 1
	COM x 2
	Din Rail
	www.bressner.de


	BOXER-6710
	Compact DIN Rail Mount Embedded Box PC with Intel® Celeron® N3350 or Pentium® N4200 CPU
	Specifications
	BOXER-6710
	SYSTEM
	CPU
	Intel® Pentium® N4200 Intel® Celeron® N3350
	Chipset
	Intel® System-on-Chip

	RAM
	1x DDR3L 1866, Single Channel SODIMM, Non-ECC (Max. 8GB, up to 1600MHz)
	Storage
	HDD/SSD, mSATA (optional)
	Expansion
	Full-size Minicard x 1 with SIM slot Half-size Minicard x 1 (optional for mSATA)


	INTERFACE
	Ethernet
	2x RJ-45 for GbE LAN
	USB
	4x USB 3.0

	COM
	3x RS-232/422/485
	Video
	1x VGA 1x HDMI
	Audio
	1x Mic-in 1x Line-out
	Power
	1x Power Switch


	ENVIRONMENTAL
	Power Supply
	9 – 24V with 3-pin terminal block
	Operating Temperature
	-20°C ~ 60°C with Wide Temp. SSD/HDD/mSATA (per IEC68-2-14 with 0.5 m/s AirFlow; with industrial devices)
	Storage Temperature
	-45° ~ 80°C
	Vibration/Shock Resistance
	Vibration: 3 Grms/ 5 ~ 500Hz/ Operation – mSATA/SSD 1 Grms/ 5 ~ 500Hz/ Operation – HDD
	Humidity
	~95% @40°C, non-condensing
	Dimensions
	(W x D x H): 44 x 166 x 106 mm
	Weight
	1.4 kg
	Mounting
	DIN Rail
	Certifications
	CE/FCC class A

	Ordering Information
	Packing List
	Optional Accessories
	www.bressner.de




