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Features

5x Fast Ethernet ports with Auto MDI/MDI-X
Redundant power supply with +12-48 VDC input
Relay output for alarm events and additional DC power socket
Compact metal housing with IP40 protection class
Extended temperature range from -40°C to 75°C

EKI-7710E series
Industrial 10-port managed Gigabit PoE+ switch with 8x
PoE+ ports and 2x SFP combo ports for flexible network 

EKI-7710E –  10-port managed Gigabit PoE+ Ethernet switch with 8x PoE and 2x SFP combo ports

The EKI-7710E-2CPI-AE is a high-performance, industrial Ethernet switch with 10 ports that offers 8 PoE+ (Power over Ethernet) ports (IEEE
802.3at/af). Each of these ports delivers up to 30 W per port, ideal for supplying power to devices with high power consumption such as IP
cameras, access points or VoIP telephones. In addition, the switch offers 2 Gigabit SFP combo ports, which enable a flexible fiber optic
connection and can be used for longer distances or high-performance network applications.

Fast deployment and reliable network management
The switch is equipped with the IXM function, which enables rapid deployment and thus saves development time and costs. In
combination with support for a network management system (NMS), the EKI-7710E-2CPI-AE helps IT administrators to maintain the
network efficiently and prevent errors at an early stage.

Highest network stability with X-Ring Pro
An outstanding feature of the EKI-7710E-2CPI-AE is the X-Ring Pro technology, which enables ultra-fast network recovery times of less
than 20 ms. This ensures that the network is restored quickly even in the event of errors and uptime is maximized. The X-Ring Pro function
makes the switch particularly suitable for applications where high availability and fast troubleshooting are crucial.

Robust design for industrial use
The EKI-7710E-2CPI-AE is equipped with a metal housing that offers a high IP30 protection class. This makes the switch particularly
resistant to dust and other environmental influences that often occur in industrial applications. The switch can also be easily mounted on
DIN rails, which further simplifies installation.

Technical Drawing (mm)

Panel Cut-out Dimensions: 105 x 152 x 74mm
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EKI-7710E series

SWITCH FEATURES

L2 Features

L2 Mac address: 8K
Jumbo frame: 9216 bytes
VLAN group: 256 (VLAN ID 1 ~ 4094)
VLAN arrangement: Port-based VLAN, Q-in-Q (VLAN stacking), GVRP
Port mirroring: Per port, multi-source port
IP multicast: IGMP Snooping v1/v2/v3, MLD Snooping, IGMP Immediate exit
Control: Broadcast, Multicast, Unknown Unicast
Redundancy: IEEE 802.1D-STP, IEEE 802.1s-MSTP, IEEE 802.1w-RSTP, X-Ring Pro, with ultra-high-speed recovery time of less than 20 ms.
Recovery time of less than 20 ms

QoS

Priority queue: WRR (Weighted Round Robin), SP (Strict Scheduling)
Scheduling: Priority, Hybrid Priority
Quality of service class: IEEE 802.1p-based CoS, IP TOS, DSCP-based CoS
Rate limiting: ingress rate limit, egress rate limit
Link aggregation: IEEE 802.3ad dynamic port trunking, static port trunking

Security Port security: Static, Dynamic IP Source Guard, ARP Spoofing Prevention, access control list, DHCP snooping
Authentication: 802.1x (port-based, MD5/TLS/TTLS/PEAP encryption), TACACS+

Management

DHCP: Client, Server, Option66/67/82
Access: SNMP v1/v2c/v3, WEB, Telnet, RMON, Standard MIB, Private MIB
Security access: SSH2.0, SSL
Software update: TFTP, HTTP, Dual Image
NTP: SNTP client

INTERFACE

Ethernet 8x RJ-45 – 10/100BaseTx

SFP-Port 2x RJ-45/SFP (mini-GBIC)

COM RS-232 (RJ-45)

ENVIRONMENTAL

Housing Metal

Power Supply

12~48VDC dual redundant inputs
1x relay output
6-pin removable screw terminal (power and relay)
Power consumption 12.1 Watt@48VDC

Remote Control & LED Power 1 & 2, SYS, Alarm, R.M.
Connection / Speed / Activity

Operating Temperature Standard: -10° ~ 60°C
Extended: -40° ~ 75°C

Storage Temperature -40˚C ~ 85˚C

Vibration / Shock Resistance
Vibration: IEC60068-2-6
Shock: IEC60068-2-27
Free Fall: IEC60068-2-32

Humidity 10~95% (non-condensing

Dimensions (W x D x H) 74 x 105 x 152mm

Mounting DIN-Rail

IP Rating IP30

Certifications
EMI: CE, FCC Class A
EMS: EN61000-4-2, EN61000-4-3, EN61000-4-4, EN 61000-4-5, EN 61000-4-6, EN 61000-4-8, EN50121-4 (compliant)
Other: UL508, UL60950 (compliant), C1D2 (compliant), NEMA TS2 (compliant)

Ordering Information

EKI-7710E-2CI-AE 8FE + 2G Combo Port Managed Ethernet Switch w/ Wide Temp

EKI-7710E-2C-AE 8FE + 2G Combo Port Managed Ethernet Switch


