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Features

8x Gigabit Ethernet ports with IEEE 802.3at/af PoE+
2x Gigabit RJ45 ports and 2x SFP ports for flexible fiber optic connections
Ring network redundancy with ITU-T G.8032 ERPS protocol
Robust metal housing with IP30 protection and DIN rail mounting
Extended temperature range from -40 °C to 75 °C and high EFT/ESD protection

LMP-1202G-SFP series
High-performance 12-port Gigabit PoE+ managed Ethernet
switch for demanding industrial environments

LMP-1202G-SFP series – High-performance 12-port PoE+ managed Ethernet switches 

The LMP-1202G-SFP series offers reliable and flexible network solutions for demanding industrial environments. With a total of 12 ports,
including 8x Gigabit Ethernet ports with PoE+ support (IEEE 802.3at/af, up to 30 W/port), as well as 2x Gigabit combo ports (10/100/1000Tx
or 100/1000Fx SFP ports), it enables efficient integration of end devices and fiber optic connections.

Efficient management and high reliability
The switches have advanced Layer 2 management functions that can be controlled via an intuitive web management interface. The
integrated ERPS protocol (ITU-T G.8032) ensures ring network redundancy with a network recovery time of less than 50 ms to effectively
minimize outages.

Advanced security and filtering functions
Thanks to advanced features such as IGMP, VLAN, QoS, SNMP, Port Lock, Modbus TCP and 802.1X/HTTPS/SSH/SSL, the LMP-1202G-SFP
series offers the highest level of security and simplified network management for SCADA systems and control networks.

Robust design for extreme conditions
The series complies with protection class IP30 and supports DIN rail mounting. It is designed for use in demanding environments and offers
models with an extended operating temperature range of -40 °C to 75 °C. In addition, it ensures high protection against EFT and ESD
interference, making it ideal for applications in energy supply, water and wastewater management, factory automation, security
monitoring and more.
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LMP-1202G-SFP series

SWITCH FEATURES

Standards

IEEE 802.3 10Tx Ethernet
IEEE 802.3u 100Tx Fast Ethernet
IEEE 802.3ab 1000Tx Gigabit Ethernet
IEEE 802.3z Gigabit Fiber
IEEE 802.3x Flow Control for Full Duplex IEEE 802.3ad for Port Trunk with LACP 
IEEE 802.3at/af PoE (Power-over-Ethernet)
IEEE 802.1d STP (Spanning Tree Protocol)
IEEE 802.1w RSTP (Rapid Spanning Tree Protocol)
IEEE 802.1s MSTP (Multiple Spanning Tree Protocol)
ITU-T G.8032/Y.1344 ERPS (Ethernet Ring Protection Switch) Protocol
IEEE 802.1Q for VLAN Tagging
IEEE 802.1x for Network Authentication 
IEEE 802.1p QoS/CoS Protocol for Traffic Prioritization

Protocols IGMPv1/v2, SNMPv1/v2c/v3, TFTP, SNTP, SMTP, RMON, HTTP, HTTPS, Telnet, Syslog, DHCP Option 66/67/82, SSH/SSL, Modbus/TCP, LLDP, IPv4/IPv6

Processing Type Store and Forward

Switch Architecture Back-Plane (Switching Fabric) 24.0Gbps

Transfer Rate 14,880pps for 10Base-T Ethernet port, 148,8800pps for 100Base-T Fast Ethernet port, 1,488,800pps for 1000Base-T Gigabit Ethernet port

Packet Buffer 4 Mbits

Jumbo Frames 9.6K

MAC Table 8K

Flow Control IEEE 802.3x for full duplex mode, back pressure for half duplex mode

VLAN Group 0 ~ 4094

IGMP Group Up to 256 Groups

INTERFACE

Ethernet 8x 10/100/1000BaseTx (PSE: 30W/Port), 2x 10/100/1000BaseTx, Auto negotiation speed, Full/Half duplex mode, and auto MDI connection

Fiber Port 2x 100/1000 dual rate SFP slots

Wavelength Dependent on fiber type and distance

COM 1x RS-232 in RJ-45 connector with console cable, 115.2Kbps, 8,N,1

PoE Port Pin Assignment V+, V+, V-, V-, for pin 1, 2, 3, 6 (Endspan, MDI-X, Alternative A)

USB 1x USB 2.0 for backing up the configuration

ENVIRONMENTAL

Housing Metal

Protection Protection against overload current, Reverse polarity protection, Network cable: 10Base-T: 2-pair UTP/STP Cat. 3, 4, 5 cable / 100Base-TX: 2-pair
UTP/STP Cat. 5 cable. EIA/TIA-568 100-Ohm (100m) / 1000BaseTX: UTP/STP Cat.5/5E cable; EIA/TIA-568 100-ohm (100m)

Power Supply 48~55VDC Redundant input, 1x detachable 6-pin terminal block, PoE power output: 25W/port at 48VDC; 30W/port at 51~55VDC
Power consumption 15 watts (no PD included); 255 watts (fully loaded)

Remote Control & LED Per unit: Power 1 & 2 (green), Fault (green/red)

Operating Temperature Standard: -10° C ~ 70° C / Extended: -40° C ~ 75° C

Storage Temperature -40˚C ~ 85˚C

Vibration / Shock Resistance
Vibration: IEC60068-2-6
Shock: IEC60068-2-27
Free Fall: IEC60068-2-32

Humidity 5~95% (non-condensing)

Dimensions (W x D x H) 54 x 142 x 99mm

Weight 1.13kg

Mounting DIN-rail, Wallmount (optional)

IP Rating IP30

Certifications
EMI: FCC Class A
EMS: EN6100-4-2,3,4,5,6,8, EN6100-6-2,4
Other: RoHS Compliant, FCC, CE, UL-61010-2-201 (pending)
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Ordering Information

LMP-1202G-SFP 12-Port Industrial PoE+ Managed Ethernet Switch with 8x 10/100/1000Tx(30W/ Port), 2x10/100/1000Tx (Non-PoE) + 2x 100/1000Fx SFP Slots,
48VDC Power Input

LMP-1202G-SFP-T 12-Port Industrial PoE+ Managed Ethernet Switch with 8x 10/100/1000Tx (30W/ Port), 2x 10/100/100Tx (Non-PoE) + 2x 100/1000Fx SFP Slots,
48VDC Power Input; EOT: -40˚ to 75˚C

LMP-1202G-SFP series
High-performance 12-port Gigabit PoE+ managed Ethernet
switch for demanding industrial environments

Optional Accessories

MDR-100-48 100W Industrial Din Rail Miniature Power Supply (48VDC)

DR-120-48 120W Industrial Din Rail Power Supply (48VDC)

SDR-240-48 240W Industrial Din Rail Power Supply (48VDC)

SFP-M-T Gigabit Fiber SFP Transceiver, Multi-Mode 550M / LC / 850nm, -40ºC~85ºC

SFP-S10-T Gigabit Fiber SFP Transceiver, Single Mode 10KM / LC / 1310nm, -40ºC~85ºC

DIN-RACK-2U Din-Rail to 19" Rack Mount Adapter for all Din-Rail Mountable Products, 2U Height


