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Features

Serial Ethernet device server for RS-232/422/485
10/100 Mbps Fast Ethernet for reliable network connections
15 KV ESD protection for increased safety for serial signals
Robust metal housing with DIN rail and wall mounting options
Operating temperature range from 0°C to +60°C

STE-501C/502C
Serial 1- or 2-port Ethernet device server for 
RS-232/422/485 communication

STE-501C/502C  - Serial Ethernet device server for RS-232/422/485 communication

The STE-501C/502C series offers a powerful solution for the seamless integration of serial devices into Ethernet networks. These
gateways make it possible to connect both 1-port (STE-501C) and 2-port (STE-502C) serial communication devices (RS-232, RS-422, RS-
485) to an Ethernet network. By encapsulating serial data and transporting it over Ethernet, these devices provide transparent
bidirectional full-duplex data transmission. The STE-501C/502C series is therefore ideal for industrial, automation and network
infrastructure applications that require a cost-effective way to upgrade or extend existing serial devices.

The STE-501C/502C series offers a cost-effective and powerful solution for modernizing and integrating your serial communication
systems into modern Ethernet networks. Ideal for automation and control systems, security applications and industrial communication.
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STE-501C/502C
Serial 1- or 2-port Ethernet device server for 
RS-232/422/485 communication

STE-501C/502

FEATURES

CPU 16-Bit embedded CPU

Flash Memory 512 KBytes

SDRAM 512 KBytes

EEPROM 512 Bytes

Network Interface 10/100Mbps Fast Ethernet

Network Protocol TCP/IP, UDP, HTTP, SNMP, ARP, Telnet, ICMP, BOOTP, DHCP

Software Windows OS Based Configuration Utility, Virtual COM Software

Configuration Web (HTML), Telnet, Serial Console, and Configuration Utility

INTERFACE

COM STE-501C: 1x RS-232/422/485 (DB-9 Male)
STE-502C: 2x RS-232/422/485 (DB-9 Male)

ENVIRONMENTAL

Housing Metal

Power Supply 9 ~ 30VDC
Power Consumption: 3 watts

Remote Control & LED LAN, RUN, and COM

Operating Temperature 0° ~ 60°C

Storage Temperature -20°~ 85°C

Humidity 20~90% (non-condensing)

Dimensions (W x D x H) STE-501C: 65 x 28 x 80mm
STE-502C: 85 x 28 x 75mm

Mounting DIN rail, Wallmount

Certifications FCC, CE

Ordering Information

STE-501C 1 Port Ethernet Serial Server, RS-232 / 422 / 485, DIN-Rail/Wall-Mountable

STE-502C 2 Port Ethernet Serial Server, RS-232 / 422 / 485, DIN-Rail/Wall-Mountable

Optional Accessories

PA-STX-US Power Adapter for STE-501C (USA)

PA-STE502-US Power Adapter for STE-502C (USA)

PA-STX-EU Power Adapter for STE-501C (Euro)

PA-STE502-EU Power Adapter for STE-502C (Euro)

DIN-RAIL-KIT DIN Rail Mounting Kit


